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NOTES:

1. Approximate construction limits are based on 1:1.5 slope from
bottom of excavation at Right of Way.

2. Existing cabin at East end of project is in confiict with proposed
detour.
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5' (Min.) 10’ ¢ 10’
Traveled way Traveled way
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LENGTH AND SPACING TABLE
APPROACH | BUFFER SPACE |  CHANNELIZING DEVICE
SPEED LENGTH TAPER | BUFFER | WORK
AREA | SPACE | SPACE
MPH FEET SPACING IN FEET
25 155 20 50 50

Channelizing devices (drums,
unless otherwise directed by the CO)

Existing markings

See Length and Spacing Table

TAPER AREA

BUFFER SPACE

Traffic flow <=———
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350 FT 350 FT 350 FT
ADVANCE WARNING AREA
w20-1 wi-4
See Note 2
MPH W13-1P MPH W13-1pP MPH Wi13-1pP

W1-6 Rt. or Lt.

Mounted on
Type 3 barricades

BUFFER SPACE
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NOTE:

. Signs are shown for one direction of travel only. Place devices similar to

those depicted for the opposite direction of travel.

. Install a second, opposite hand "Reverse Curve" sign (W1-4) in advance

of the second reverse curve back to the original alignment. Use "Reverse
Turn" signs (W1-3) instead when the diversion has sharp curves with
recommended speeds of 30 mph or less.

. Place channelizing devices outside temporary roadway.

. Do not allow equipment, materials, or vehicles to be parked or stored in

the buffer space.

TAPER AREA

-

Delineators or channelizing
devices along diversion
as directed by the CO

350 FT
END
Use at least the minimum ROAD WORK
radius for the signed speed
for all diversion curves G20-2

FOR DETOUR

TEMPORARY TRAFFIC CONTROL
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